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FIXING SLOTS TO SUIT M8

TOP FIX SYSTEM

CABLE RETAINING
BRACKET

5MM GUIDE CABLE

FABRIC

BARREL

MOUNTING PLATE
SAME HOLE POSITIONS
FOR BACK AND TOP FIX

HIGH TENSION
GUIDE CABLE

30 TO100KGF PER CABLE
TO SUIT APPLICATION
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LIGHT GAP

BACK FIX
LOW PROFILE RETURN PULLEY

(LIMITED TO 4M DRAW)

GUIDE CABLE TENSION SCREW
FITTED AT BARREL END
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FIXING FACE
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TOP FIX SYSTEM

PLASTIC COATED
CONTROL CABLE

(TENSION CABLE 10 TO
20KGF TWICE PER SIDE)

GUIDE CABLE
TENSIONING SCREW

(GUTHRIE DOUGLAS FITTING)

RETURN PULLEY
VARIES TO SUIT
INSTALLATION
SEE OPTIONS

 100 

 S
YS

TE
M

 D
RA

W
 (6

50
0 

M
A

X)
 

BACK FIX SYSTEM
 15  150 

 1
40

 

 180 

 S
YS

TE
M

 D
RA

W
 (6

50
0 

M
A

X)
 

 2
0 

 6
5 

 15  70 

 7
0 

SIDE FIX SYSTEM

 6
9 

 8
5 

 44 

 9
 

 9
 

 8
2 

 35 

BACK OR SIDE FIX
RETURN PULLEY

BARREL MOUNTING PLATES AND RETURN PULLEY STYLES
CAN BE MIXED TO SUIT THE APPLICATION

THE SYSTEMS MUST BE SET OUT SQUARE AND PARALLEL

FINE TRACKING ADJUSTMENT CAN BE CARRIED
OUT AFTER INSTALLATION IS COMPLETED

ALL FIXING POSITIONS ARE TO SUIT M8 FASTENERS

ALL FIXING SCREWS ARE SUPPLIED BY THE INSTALLER
THEY MUST BE SUITABLE FOR THE INSTALLATION

AND
CAPABLE OF WITHSTANDING PULL-OUT LOADS

THE SYSTEM IS SUPPLIED AS A BARREL ASSEMBLY,
MOUNTING PLATE KIT, CABLE KIT, AND RETURN PULLEY KIT

THE SYSTEM WILL BE SUPPLIED WITH A FIXING KIT, THE KIT
WILL INCLUDE BARREL FIXING SCREWS, TENSIONING TOOL

AND INSTALLATION MANUAL

THE SYSTEM MUST BE INSTALLED BY A COMPETENT
INSTALLER FOLLOWING THE INSTALLATION MANUAL

IMPORTANT NOTE
BEFORE FITTING THE BARREL.
CHECK THE FIXING DISTANCE ACROSS THE SIDE FIX END PLATES AND REFER TO THE ORDER INFORMATION.
THE DISTANCE ACROSS THE OUTSIDE OF THE END PLATES (SYSTEM WIDTH) MUST BE AS PER THE ACTUAL ORDER.
THE DISTANCE ACROSS THE END PLATES MUST NOT BE WIDER THAN THE REQUESTED SIZE. THIS IS SAFETY CRITICAL.
WHEN SIDE FIXING IT IS INSTALLER RESPONSIBILITY TO SHIM SIDE FIX END PLATES SO THAT CORRECT SYSTEM WIDTH IS ACHIEVED. 
THIS IS SAFETY CRITICAL.

SIDE FIX
FIXING FACE

DRAWN TO BS308

DO NOT SCALE
GENERAL TOLERANCES TO ISO2768-m

REMOVE ALL SHARP EDGES

THIRD ANGLE PROJECTION

IF IN DOUBT ASK

ALL DIMNS.IN mm
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